

## Tubular dispenser 1xunheated square

The crockery dispenser.

The tubular dispenser for the interim storage and transport of crockery items in an adjustable dispenser. The spring force can be easily adjusted by hand according to the crockery weight.

As an additional accessory either the corresponding polycarbonate lid or the singlewalled stainless steel lid hood. Also extendible with complete all-round impact protection for extra robustness. A plastic-coated inner lining is available. Also with CNS castors on request.

M E T A cooking

TECHNICAL SPECIFICATIONS
Tubular dispenser 1 x - unheated square


## TECHNICAL SPECIFICATIONS

| Dimensions | $620 \times 480 \times 900 \mathrm{~mm}$ |
| :--- | ---: | ---: |
| Material | stainless steel 1.4301 (CNS) |
| Weight | 29 kg |
| Stack height | 560 mm |
| Tube dispenser diameter | 397 mm |
| Number of tubes | 1 |


| Lids | Not included |
| :--- | ---: |
| Height without lid | 900 mm |
| Max. loading capacity | 75 kg |
| Impact protection | 2 fixed-; 2 swivel castors |
| Castor | with brakes |
| Wheel diameter | 125 mm |

Order number


## BENEFITS

Rustproof, high-quality, hygienic stainless steel, brushed matt finish. Sturdy, smooth-running platforms.

Tilt and twist-proof, with a robust unstacking mechanism.

Single-walled body

Flexible and precise adjustment by hand.

Adjustable uniform serving height, with heat-resistant tension springs.

Mobile with fixable stainless steel castors and a safety pushing handle.

Corner bumpers for impact protection as well as a shockproof switching element.

Removable dispenser inserts, easy to clean.

